ADVANCED LOCKING SYSTEM AND NAIL HEM
Precise, secure fastening, easier installation and
tighter fit combine to deliver added strength and
stability — even in high winds.
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WIND SPEED —
RATED UP TO 165 MPH

HANG-TOUGH™ TECHNOLOGY
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thermal distortion. As an added benefit, rich color
resides throughout the panel — virtually eliminating
the appearance of nicks and minor surface scratches.
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DOUBLE 5"

PP V.I.P. LIMITED LIFETIME WARRANTY
ﬁ Premium guarantee of lasting quality and peace of
@ mind — backed by Mastic, a trusted industry leader
for 50+ years (see warranty for complete details).
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{ «—— 1/2" PANEL PROJECTION
: Enhanced shadow lines replicate the appearance
of real wood siding.

SUSTAINABLE FORMULA FOR VINYL SIDING
f’ Crafted of readily available natural materials — Mastic
» vinyl siding is safe, sustainable and recyclable.
NO PAINT, NO HASSLES ... NO HARM DONE
@ Since vinyl doesn’t require paint or stain, harmful
VOCs aren’t released into the atmosphere.
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NGBS GREEN CERTIFIED

RESOURCE EFFICIENCY

THIS PRODUCT HAS BEEN CERTIFIED BY HOME
INNOVATION RESEARCH LABS. This means you can
be assured that this product complies with specific
green practice criteria in the National Green Building
Standard (NGBS). Visit www.Homelnnovation.com/
GreenProducts for more details.




