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DUTCH LAP
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=
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ENHANCED, OVERSIZED LOCKING SYSTEM
Provides greater stability and increased locking area.

PREMIUM .048 NOMINAL THICKNESS
Superior thickness and impact resistance.

WIND SPEED —
RATED UP TO 165 MPH

HANG-TOUGH™ TECHNOLOGY
Exclusive formulation and process boosts durability so panels are

/ more resistant to cracking, impact and thermal distortion. As an added
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benefit, rich color resides throughout the panel — virtually eliminating
the appearance of nicks and minor surface scratches.

4— 1/2" PANEL PROJECTION (D 4")

5/8" PANEL PROJECTION (D 5", D 5" DLAP)
Enhanced shadow lines replicate the appearance of real wood siding.

‘ = ’ CLASS 1(A) FIRE RATING

V.L.P. LIMITED LIFETIME WARRANTY
Premium guarantee of lasting quality and peace of mind —

@ backed by Ply Gem, a trusted industry leader for 75+ years

(see warranty for complete details).

METRO-DADE COUNTY APPROVED

an ‘ Home Innovation

NGBS GREEN CERTIFIED w

RESOURCE EFFICIENCY

THIS PRODUCT HAS BEEN CERTIFIED BY

HOME INNOVATION RESEARCH LABS.

This means you can be assured that Liberty Elite complies with
specific green practice criteria in the National Green Building
Standard (NGBS). Visit Homelnnovation.com/GreenProducts
for more details.




